b TINT LY HD-SDI VARIFOCAL Outdoor Dome w/IR
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i @ VANDAL & TAMPER RESISTANT
4 1080 H D OVER COAX ® 2.8-10mm VARIFOCAL LENS

® 19520 x 1080 @ 30 FPS HIGH DEFINITION

SUPERIOR BAKED FINISH

KEY FEATURES:
1/2.8” Sony™ “Exmor” 2.2M CMOS Video Sensor

1080p Progressive Scan Imaging
2.8-10mm MEGAPIXEL HD Rated Varifocal Lens
SDI output & Standard CCTV Video Output

INDEPENDANT
WATERPROOF
LOWER DOME

Anti-Vandal Polycarbonate Dome

Anti-Vandal Heavy Duty Die Cast Dome

Multiple Outputs -

HD SDI output & SDI *—-——
Standard CCTV Video

Output Analog CCTV

© Made in Korea

12VDC Voltage
(input)

SPECIFICATIONS: ECL-HD5V
IR INTENSITY ADJUST Image Sensor: 1/2.8” Sony™ Exmor 2.2 Megapixel CMOS

VARIFOCAL LENS

Scanning: Progressive Scan
GIMBALED BRACKET S/N Ratio:  >50dB

Video Output: HD 1080p @ 30fps / Analog 1Vp-p, 75 ohm

d — WEATHERPROOF BASE
Min. LUX: Color 1.0 LUX, B/W 0.5 LUX
OSD MENU
MINI-JOYSTICK Sens Up (x30): up to 0.02LUX

Maitched Lens: MEGAPIXEL HD, 2.8-10mm varifocal, auto-iris

Shutter: AES, 1/30-1/50,000 sec.

0SD: Multiple White Balance Settings, BLC, High-
Dimensions (unit Light Compensation, D-WDR, 2D & 3D Noise
i Reduction, Day/Night Settings, Motion Det.,
Privacy Masking, Sens-Up, B/W, Color
Adjustments, Sharpness, Mirror, more.

Zoom: Digital (x2 to x64)
Infrared: 20 LEDs, 890nm
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Infrared Filter: Yes - Multi-coated ICR

35.0

| Weatherproof: P67 Rated, good for Outdoor Placement
146.0 75.0

Operating Temp: 14°F - 122°F
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